
 

 

 

          

 

 

 

 

 

 

       

 

 
 
 
 
 
 
        

  

 

 

 

 

 

   

   
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

            

 

Full Port Brass Ball Valves 
(Lead & Lead Free)  

Ref: BVZ-SPEC2022 

Applications:  Ball Valves are used for control of air, water, oil, and gas in industrial, 
commercial and residential applications. Ball Valves should not be used 
for boiler external piping application. 

 
Materials:  Forged Brass C37700 & Forged Brass C46500 (Lead Free) 
 
Pressure Rating:  ¼” - 2”:  600 WOG,  2½” - 4”: 400 WOG (Water Oil Gas) 
 
Size Range:   ¼” - 4” 
 
Certification:  CSA, UL (¼”-2”) & NSF61 Certificate (¼”- 4” Lead Free) 
 
Other Features:  Full Port, 2 Piece Body, Female NPT, Adjustable Stem, Silicone Free 
  
Options:   Female x Male NPT threading connection 

Item Description 
Carton 
(pcs) 

Weight 
(lbs) 

BVZ - 025 - 6 ¼" Brass Ball Valve 100 0.4 

BVZ - 375 - 6 ⅜" Brass Ball Valve 100 0.3 

BVZ - 050 - 6 ½" Brass Ball Valve 100 0.5 

BVZ - 075 - 6 ¾" Brass Ball Valve 60 0.7 

BVZ - 100 - 6 1" Brass Ball Valve 40 1.2 

BVZ - 125 - 6 1¼" Brass Ball Valve 24 1.6 

BVZ - 150 - 6 1½" Brass Ball Valve 18 2.5 

BVZ - 200 - 6 2" Brass Ball Valve 12 3.5 

BVZ - 250 - 4 2½" Brass Ball Valve 6 8.0 

BVZ - 300 - 4 3" Brass Ball Valve 4 11.0 

BVZ - 400 - 4 4" Brass Ball Valve 2 16.0 

 

Distribution Centers 

Hueytown, AL; Fontana, CA; Elk Grove, CA; 
Atlanta, GA; Hagerstown, MD; Saint Paul, MN;  

Dallas, TX; Houston, TX  
 
 

Headquarters 
360 Mount Kemble Ave. Suite 2000 

Morristown, NJ 07960 
Ph: (973) 775-1660      Fax: (973) 775-1680 

Email: uvnj@uvintl.com 

 

  To order or for further details, please call (973) 775-1660 or email: orders@uvintl.com 
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