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UV Item 
Thread 

Size (UNC) 
Weight / 

Foot 
  UV Item 

Thread 
Size (UNC) 

Weight / 
Foot 

TRL/125Z ¼” - 20 0.12   TRL/750Z ¾" - 10 1.22 

TRL/313Z 5/16" - 18 0.20   TRL/875Z 7/8" - 9 1.65 

TRL/375Z 3/8" - 16 0.28   TRL/1000/Z 1" - 8 2.19 

TRL/438Z 7/16" - 14 0.38   TRL/1125/Z 1 1/8" - 7 2.75 

TRL/500Z ½" - 13 0.50   TRL/1250/Z 1¼" - 7 3.46 

TRL/563Z 9/16" - 12 0.65   TRL/1375/Z 1 3/8" - 6 4.34 

TRL/625Z 5/8" - 11 0.82   TRL/1500/Z 1½" - 6 5.02 

Application: Automotive, Construction, Electrical, Fire Sprinklers, HVAC, Plumbing, Telecom & 

Waterworks 

Material: Low Carbon Steel ASTM A307 / ASTM A36 - Minimum Tensile Strength 60,000 psi 

Lengths: 10' and also other lengths 12’, 6’ and 3’ available upon request. 

Threads: UNC   

Finish: Plain, Clear Zinc Plated, Yellow Zinc Plated & Hot Dip Galvanized 

Thread Sizes:  ¼" -20UNC to  1½" -6UNC  

Packing: Carton Tubes ;  25 Tubes / Pallet 
  

      
  

*Alloy Steel & Stainless Steel and * UNF, UNEF, ACME threads are also available. 

 

 

Threaded Rod 

(Plain, Electro-Zinc Plated & Galvanized)  

 Ref: TRL-SPEC0918 

To order or for further details, please call (877) 993-9454 or email: orders@uvintl.com 
 
Material:   Aluminum A36, Brass ???, Stainless Steel 316 (Accessories: ????) 
 
Size Range:  ½  - 12”   Styles:  A, B, C, D, E, Dust Cap(DC), Dust Plug(DP) 
 
Specification: ????? 
 
 

Headquarters 
360 Mount Kemble Ave. Suite 2000 

Morristown, NJ 07960 
Ph: (973) 775-1660      Fax: (973) 775-1680 

Email: uvnj@uvintl.com 

 

Distribution Centers 
Hueytown, AL; Fontana, CA; West Sacramento, CA; 

Atlanta, GA; Baltimore, MD; Mansfield, OH; 
Dallas, TX; Houston, TX 
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