
 

 

 

          

 

 

 

     

 

 

       

 

 
 
 
 
 
 
      

        
                                                                                                                           
 
           
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

            

 

Application:  Manway (Steel or Aluminum), Primary & Secondary Shutoffs, etc. 
 
Styles:  1) 5/8” assembly:  Design: Standard 5 pcs design & Anti Rust Lube  
   Cap 7 pcs design (lube cap & brass greaseable fitting) 
 Material: Ductile Iron & Steel  
 

2) 5/8” stainless Steel Assembly:  Design: Standard 5 pcs design &  
Anti Rust Lube Cap 7 pcs design (lube cap & brass greaseable fitting) 

 Material: Stainless Steel 304 / Stainless Steel 316 
 

3) ¾” Assembly (wingnut & eyebolt) 
4) Cam-lever Assembly (Aluminum manway application) 
 

Coating:   Steel: Clear Zinc Plated | Stainless Steel 304 / 316: Electro-polishing 
 

Other Options:  Single Arm Wingnut & Lid-Bolt Assembly or other sizes 
 

Wing Nut Assemblies 
(Steel | Stainless Steel) 

 Ref: WNL-SPEC2022 

Headquarters 
360 Mount Kemble Ave. Suite 2000 

Morristown, NJ 07960 
Ph: (973) 775-1660      Fax: (973) 775-1680 

Email: uvnj@uvintl.com 

To order or for further details, please call (973) 775-1660 or email: orders@uvintl.com 
 

Cam-lever Assembly 

Distribution Centers 

Hueytown, AL; Fontana, CA; Elk Grove, CA; 
Atlanta, GA; Hagerstown, MD; Saint Paul, MN;  

Dallas, TX; Houston, TX  
  


